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DETAILED ACTION 



Specification 

1 . The disclosure is objected to because of the following informalities: Paragraph 

1 1 , lines 3-4 recite "first-in-first-out (UFO)." This is repugnant to the common meaning 
in the memory art of LIFO as a last-in-first-out memory. The Examiner believes 
Applicant intended to recite "last-in-first-out (LIFO)" and has treated this as such for the 
remainder of this Office Action. This change is consistent with the rest of the 
specification. 

2. The lengthy specification has not been checked to the extent necessary to 
determine the presence of all possible minor errors. Applicant's cooperation is 
requested in correcting any errors of which applicant may become aware in the 
specification. 

Claim Rejections - 35 USC § 112 

3. The following is a quotation of the second paragraph of 35 U.S.C. 112: 

The specification shall conclude with one or more claims particularly pointing out and distinctly 
claiming the subject matter which the applicant regards as his invention. 

4. Claim 19 is rejected under 35 U.S.C. 112, second paragraph, as being indefinite 
for failing to particularly point out and distinctly claim the subject matter which applicant 
regards as the invention. Claim 19 recites "a second number of clock cycles." A 
"second number of clock cycles" was already claimed in claim 10. The Examiner 
believes Applicant intended to limit claim 10 to the case where the already recited 
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second number of clock cycles is based on a physical address compare. By changing 
claim 19 to recite "said second number of clock cycles", the rejection under 35 U.S.C. 
112 would be traversed. 

Claim Rejections - 35 USC § 102 

5. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(b) the invention was patented or described in a printed publication in this or a foreign country or in public 
use or on sale in this country, more than one year prior to the date of application for patent in the United 
States. 

6. Claims 1-3, 7-12, 16, 20, 23-29, and 32-39 are rejected under 35 U.S.C. 102(b) 
as being anticipated by Lynch, US Patent 5,930,820. 

7. With respect to claim 1, Lynch teaches a variable latency cache memory, 
comprising: 

an input, for specifying a type of an instruction requesting to read data from the 
cache memory, wherein said type is one of a plurality of predetermined instruction 
types, in col. 6, lines 56-60; 

a plurality of storage elements, coupled to said input, for providing said data in a 
first number of clock cycles if said input specifies a first predetermined one of said 
plurality of predetermined instruction types, and for providing said data in a second 
number of clock cycles if said input specifies a second predetermined of said plurality of 
predetermined instruction types, wherein said first and second number of clock cycles is 
different, in col. 6, lines 26-39. The first predetermined type of Lynch corresponds to 
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the case in which data is stored in the top of the cache. The second predetermined 
type of instruction occurs when the data is not in the top of the cache, which takes more 
clock cycles. 

8. With respect to claim 2, Lynch teaches the cache memory of claim 1 , wherein 
said plurality of storage elements is configured as a last-in-first-out (LIFO) memory, in 
col. 2, lines 19-22. 

9. With respect to claim 3, Lynch teaches the cache memory of claim 1 , further 
comprising: 

a second plurality of storage elements, coupled to said first plurality of storage 
elements, for caching non-stack data, whereas said first plurality of storage elements is 
for caching stack data, in col. 3, lines 18-21. 

10. With respect to claim 7, Lynch teaches the cache memory of claim 1 , wherein 
said first predetermined one of said plurality of predetermined instruction types 
comprises a pop instruction type, wherein said second predetermined one of said 
plurality of predetermined instruction types comprises a load instruction type, in col. 3, 
lines 45-46 and col. 4, lines 46-52. (An access to retrieve data in a conventional data 
cache is a load instruction) 

1 1 . With respect to claim 8, Lynch teaches the cache memory of claim 1 , wherein a 
computer data signal embodied in a transmission medium comprising computer- 
readable program code provides the cache memory, in col. 4, lines 17-22. 

12. With respect to claim 9, Lynch teaches the cache memory of claim 1 , a computer 
program product comprising a computer usable medium having computer readable 
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program code causes the cache memory, wherein said computer program product is for 
use with a computing device, in col. 4, lines 17-22. 

13. With respect to claim 10, Lynch teaches a variable latency cache memory, 
comprising: 

a plurality of storage elements, configured as a last-in-first-out (LIFO) memory, 
having first and second subsets of said plurality of storage elements, said first subset for 
caching stack data more recently pushed than data cached in said second subset, in 
col. 3, lines 18- 25. 

an input, for specifying an address of source data requested from the cache 
memory, in fig. 3, Address 64. 

at least one comparator, coupled to said input, for comparing said address with 
one or more addresses of said data cached in said first subset of storage elements, 
wherein if said address hits in said first subset based on said comparing, the cache 
memory provides said source data from said first subset in a first number of clock 
cycles, wherein if said address does not hit in said first subset based on said 
comparing, the cache memory provides said source data in a second number of clock 
cycles, wherein said first and second number of cycles is different, in col. 6, lines 23-29. 

14. With respect to claim 1 1 , Lynch teaches the cache memory of claim 10, wherein 
if said address does not hit in said first subset based on said comparing, the cache 
memory provides said source data in a second number of clock cycles from said second 
subset if said address hits in said second subset, in col. 6, lines 23-29. 
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1 5. With respect to claim 12, Lynch teaches the cache memory of claim 1 0, wherein 
said address comprises a virtual address, in col. 1, line 62 through col. 2, line 12. A tag 
address is a virtual representation of the actual physical address. 

16. With respect to claim 16, Lynch teaches the cache memory of claim 10, further 
comprising: 

a second plurality of storage elements coupled to said first plurality of storage 
elements, for caching non-stack data, in col. 3, line 24, "cache storage." 

17. With respect to claim 20, Lynch teaches the cache memory of claim 10, wherein 
said first subset comprises a top one of said plurality of storage elements, in col. 9, lines 
52-56. When a standard pop command is performed, the top one of the storage 
elements is accessed. 

18. With respect to claim 23, Lynch teaches the cache memory of claim 10, wherein 
said address comprises a source address of a load instruction, in col. 1, line 62 through 
col. 2, line 4. 

19. With respect to claim 24, Lynch teaches the cache memory of claim 1 9, wherein 
a computer data signal embodied in a transmission medium comprising computer- 
readable program code provides the cache memory, in col. 4, lines 17-22. 

20. With respect to claim 25, Lynch teaches the cache memory of claim 1 0, a 
computer program product comprising a computer usable medium having computer 
readable program code causes the cache memory, wherein said computer program 
product is for use with a computing device, in col. 4, lines 17-22. 
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21 . With respect to claim 26, Lynch teaches a method for providing data from a 
cache memory with a variable latency, the method comprising: 

storing stack data into the cache memory in a last-in-first-out manner, in col. 2, 
lines 1 9-22; 

providing load data from the cache memory in a first number of clock cycles if a 
virtual address of the load data hits in the cache memory, in col. 6, lines 36-39. 

providing the load data from the cache memory in a second number of clock 
cycles if the virtual address of the load data misses in the cache memory but a physical 
address of the load data hits in the cache memory, wherein the first and second number 
of clock cycles is different, in col. 6, lines 23-39. 

22. With respect to claim 27, Lynch teaches the method of claim 26, further 
comprising: 

determining whether the virtual address hits in a top subset of cache lines of the 
cache memory, wherein the top subset is less than all cache lines of the cache memory, 
in col. 6, lines 26-28. 

23. With respect to claim 28, Lynch teaches the method of claim 27, wherein the top 
subset of cache lines of the cache memory comprises cache lines implicated by the 
most recently pushed stack data, in col. 6, lines 26-28 and col. 2, lines 22-24. 

24. With respect to claim 29, Lynch teaches the method of claim 26, wherein the first 
number of clock cycles is less than the second number of clock cycles, in col. 4, lines 
46-52. 
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25. With respect to claim 32, Lynch teaches a method for providing data from a 
cache memory with a variable latency, the method comprising: 

determining whether a request for data from the cache memory is in response to 
a pop or load instruction, in col. 6, lines 26-34; 

providing the data in a first number of clock cycles if the request is in response to 
a pop instruction, in col. 4, lines 46-52, as well as in col. 6, lines 36-39 and col. 11, lines 
34-39; 

providing the data in a second number of clock cycles if the request is in 
response to a load instruction, wherein the first and second number of clock cycles is 
different, in col. 46, lines 46-48. It is disclosed in the sections of the reference listed 
above that this conventional load instruction takes more clock cycles than the stack pop 
instruction. 

26. With respect to claim 33, Lynch teaches the method of claim 32, wherein the first 
number of clock cycles is less than the second number of clock cycles, in col. 4, lines 
46-52. 

27. With respect to claim 34, Lynch teaches the method of claim 32, wherein said 
providing the data in the first number of clock cycles if the request is in response to a 
pop instruction is speculative subject to a subsequent determination that a source 
address of the data hits in the cache memory, in col. 2, lines 56-61. 

28. With respect to claim 35, Lynch teaches the method of claim 32, wherein a load 
instruction comprises an instruction explicitly specifying a source address of the data, in 
col. 1, line 62 through col. 2, line 12. 
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29. With respect to claim 36, Lynch teaches the method of claim 32, wherein a pop 
instruction comprises an instruction inherently specifying a source address of the data, 
in col. 4, lines 46-47. 

30. With respect to claim 37, Lynch teaches the method of claim 36, wherein the pop 
instruction inherently specifies the source address of the data relative to a stack pointer 
value, in col. 6, lines 6-13. 

31 . With respect to claim 38, Applicant claims a computer data signal embodied in a 
transmission medium comprising computer-readable program code for providing the 
variable latency cache memory of claim 1 , and is therefore rejected using similar logic. 

32. With respect to claim 39, Applicant claims a computer data signal embodied in a 
transmission comprising computer-readable program code for providing the variable 
latency cache memory of claim 10, and is therefore rejected using similar logic. 



Claim Rejections - 35 (JSC § 103 

33. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

34. The factual inquiries set forth in Graham v. John Deere Co., 383 U.S. 1 , 148 
USPQ 459 (1966), that are applied for establishing a background for determining 
obviousness under 35 U.S.C. 103(a) are summarized as follows: 



1. 



Determining the scope and contents of the prior art. 
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2. Ascertaining the differences between the prior art and the claims at issue. 

3. Resolving the level of ordinary skill in the pertinent art. 

4. Considering objective evidence present in the application indicating 
obviousness or nonobviousness. 

35. Claim 21 is rejected under 35 U.S.C. 103(a) as being unpatentable over Lynch 
as applied to claims 1-3, 7-12, 16, 20, 23-29, and 32-39 above, in view of Healey, US 
Patent 3,810,117. 

36. With respect to claim 21 , Lynch teaches all other limitations of the parent claims 
as discussed supra but fails to expressly teach that the offset in the cache memory 
which controls the size of the first plurality of storage elements can be precisely two. 
Healey teaches separating the first X number of entries from the top of the stack in 
order to have faster access to them, in col. 1 , lines 24-39. It is disclosed that the top 
two entries in the stack can form a subset in col. 1 , lines 46-54, thereby teaching: 

The cache memory of claim 10, said first subset comprises a top two of said 
plurality of storage elements. 

37. It would be obvious to one of ordinary skill in the art at the time the invention was 
made to modify the stack cache storage system of Lynch with the stack cache storage 
system of Healey in order to have a small subset of stack elements that are quicker and 
easier to access than the rest of the storage, as taught by Healey in col. 1 , lines 17-23. 

38. Claims 22 is rejected under 35 U.S.C. 1 03(a) as being unpatentable over Lynch 
as applied to claims 1-3, 7-12, 16, 20, 23-29, and 32-39 above, in view of Tremblay et 
al., US Patent 6,038,643. 
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39. With respect to claim 22, Lynch teaches all other limitations of the parent claims 
as discussed supra but fails to expressly teach that the offset in the cache memory 
which controls the size of the first plurality of storage elements can be precisely three. 
The Healey reference used above for claim 22 teaches separating the first X number of 
entries from the top of the stack in order to have faster access to them. The Healey 
reference also fails to expressly disclose that the number of items can be three. 
Tremblay et al. resolves this deficiency in the prior art by keeping the top three elements 
of the stack in a separate, faster storage area in col. 18, lines 51-58, thereby teaching 
the limitation: 

The cache memory of claim 10, wherein said first subset comprises a top three of 
said plurality of storage elements. 

40. It would have been obvious to one of ordinary skill in the art at the time the 
invention was made to modify the stack cache storage system of Lynch with the stack 
cache storage system of Healey in order to have a small subset of stack elements that 
are quicker and easier to access than the rest of the storage, as taught both by Healey 
in col. 1, lines 17-23, as well as by Tremblay et al., in col. 18, lines 51-55. 

41. Claims 4-6, 17-19, and 30-31 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Lynch as applied to claims 1-3, 7-12, 16, 20, 23-29, and 32-39 
above, in view of Sager et al., US Patent 6,425,055. 

42. With respect to claim 4, Lynch teaches all other limitations of the parent claim but 
discloses that the second and third number of clock cycles are substantially equal (col. 
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2, lines 63-67). Sager et al. resolves this deficiency, having 3 separate times for the 
three cases of: 1) virtual address hit, 2) physical address hit, and 3) true hit/miss. See 
col. 18, lines 18-25. It is disclosed therein that several clock cycles elapse between 
determination of the virtual address and physical address computation. Only after it is 
determined that the physical address is not in the cache, a miss is signaled, which 
indicates that another portion of memory must be referenced for the data. Therefore 
Sager et al. teaches the claim: 
The method of claim 26, further comprising: 

the cache memory of claim 3, wherein said second plurality of storage elements 
provides said data in a third number of clock cycles if said input specifies said second 
predetermined one of said plurality of predetermined instruction types, wherein said 
second and third number of clock cycles is different. 

43. It would have been obvious to one of ordinary skill in the art at the time the 
invention was made, having the teachings of Lynch and Sager et al. before him to 
modify the cache memory system of Lynch with the cache memory system of Sager et 
al. because speculatively determining a cache line allows you to use it before a physical 
address is computed, thus saving clock cycles, as taught by Sager et al. in col. 2, lines 
11-14. 

44. With respect to claim 5, the combination of Lynch and Sager et al. teach all other 
limitations of the parent claims as discussed supra. Sager et al. further teach the cache 
memory of claim 4, wherein said third number of clock cycles is greater than said 
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second number of clock cycles, in col. 18, lines 25. Also see the above discussion of 
claim 4. 

45. With respect to claim 6, the combination of Lynch and Sager et al. teach all other 
limitations of the parent claims as discussed supra. Lynch et al. further teaches the 
cache memory of claim 5, wherein said second predetermined one of said plurality of 
predetermined instruction types comprises a load instruction type, in col. 6, lines 23-39. 

46. With respect to claim 17, Lynch teaches all other limitations of the parent claims, 
but discloses that the second and third number of clock cycles are substantially equal 
(col. 2, lines 63-67). Sager et al. resolves this deficiency, having 3 separate times for 
the three cases of: 1) virtual address hit, 2) physical address hit, and 3) true hit/miss. 
See col. 18, lines 18-25. It is disclosed therein that several clock cycles elapse between 
determination of the virtual address and physical address computation. Only after it is 
determined that the physical address is not in the cache, a miss is signaled, which 
indicates that another portion of memory must be referenced for the data. Therefore 
Sager et al. teaches the claim: 

The cache memory of claim 16, wherein said second plurality of storage 
elements provides said data in a third number of clock cycles if said address does not 
hit in said first plurality of storage elements, wherein said second and third number of 
clock cycles is different. 

47. It would have been obvious to one of ordinary skill in the art at the time the 
invention was made, having the teachings of Lynch and Sager et al. before him to 
modify the cache memory system of Lynch with the cache memory system of Sager et 
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al. because speculatively determining a cache line allows you to use it before a physical 
address is computed, thus saving clock cycles, as taught by Sager et al. in col. 2, lines 
11-14. 

48. With respect to claim 18, the combination of Lynch and Sager et al. teach all 
other limitations of the parent claims as discussed supra. Sager et al. further teach the 
cache memory of claim 17, wherein said third number of clock cycles is greater than 
said second number of clock cycles, in col. 18, lines 25. Also see the above discussion 
of claim 17. 

49. With respect to claim 19, Lynch teaches all other limitations of the parent claims 
as discussed supra but fails to expressly teach that the second number of clock cycles 
is based on a physical address compare. Sager et al. teach the cache memory of claim 
10, wherein if said address does not in said first subset based on said comparing, the 
cache memory provides said source data in a second number of clock cycles based on 
a physical address compare, in col. 5, lines 1 1-25. 

50. With respect to claim 30, Lynch teaches all other limitations of the parent claims 
as discussed supra but fails to expressly teach that loaded data is speculative subject to 
determination of a physical address. Sager et al. teaches a method wherein providing 
the load data from the cache memory in the first number of clock cycles if the virtual 
address of the load data hits in the cache memory is speculative subject to a 
subsequent determination that the physical address of the load data hits in the cache 
memory, in col. 5, lines 11-25. 
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51 . With respect to claim 31 , Lynch teaches all other limitations of the parent claims, 
but discloses that the first and third number of clock cycles are substantially equal (col. 
2, lines 63-67). Sager et al. resolves this deficiency, having 3 separate times for the 
three cases of: 1) virtual address hit, 2) physical address hit, and 3) true hit/miss. See 
col. 18, lines 18-25. It is disclosed therein that several clock cycles elapse between 
determination of the virtual address and physical address computation. Only after it is 
determined that the physical address is not in the cache, a miss is signaled, which 
indicates that another portion of memory must be referenced for the data. Therefore 
Sager et al. teaches the claim: 

The method of claim 26, further comprising: 

providing the load data from a non-stack cache memory in a third number of 
clock cycles if the virtual address and the physical address miss in the cache memory, 
wherein the first and third number of clock cycles is different. 

Conclusion 

52. The prior art made of record on form PTO-892 and not relied upon is considered 
pertinent to applicant's disclosure. Applicant is required under 37 C.F.R. § 1.1 11(c) to 
consider these references fully when responding to this action. The documents cited 
therein teach similar cache memory storage systems. 

53. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Ryan Dare whose telephone number is (571)272-4069. 
The examiner can normally be reached on Mon-Fri 9:30-6. 
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If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Matt Kim can be reached on (571)272-4182. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). 




Ryan A. Dare 
March 3, 2006 
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